




































































Exhibit “E” — Section ._ 15-1 Off-Street Parking, Loading ..1d Access and Section

(d)

(e}

23-15-2 Off-Street Parking Standards and Calculations

“Condotel” unit, instead of as required by Table 23-15-2-A (calculated by unit
size), upon Determination of Eligibility approval.

Requirement for Parking Study

The uses identified for this Section in Tables 23-15-2-A and 23-15-2-B have
widely varying parking demand characteristics, making it difficult to specify a
single off-street parking standard. Therefore, for those uses identified, the
following requirements shall apply.

(1} Parking Study

Proposals for development or expansion of the uses identified in Table 23-
15-2-C that require compliance with these standards must include a
parking study that provides justification for the number of off-street parking
spaces proposed. All parking studies must include estimates of parking
demand based on recommendations of the Institute of Traffic Engineers
(ITE), or other acceptable estimates as approved by the Development
Review Committee and should include other reliable data collected from
uses or combinations of uses that are the same as or comparable with the
proposed use. Comparability shall be determined by density, scale, bulk,
ares, type of activity, and location. The study shall document the source of
data used to develop the recommendations.

(2) Review by DRC

The DRC shall review the parking study and any other traffic engineering
and planning data relevant to the establishment of an appropriate off-
street parking standard for the proposed use. After reviewing the parking
study, the DRC shall establish a minimum off-street parking standard for
the proposed use.

(3) Appeals

Appeals of the DRC decisions may be taken to the Board of Zoning
Adjustments in accordance with the procedures of Sec. 23-3-9(b)(3).

Computing Parking and Loading Requirements

When calculating required off-street parking spaces, fractions of one-half or
less will be rounded down to the next whole number and fractions of more than
one-half will be rounded up to the next whole number.

(1) Unless otherwise expressly stated, all square footage-based off-street
parking and loading standards shall be computed on the basis of gross
floor area.

(2y Off-street parking requirements for a use not specifically listed in Tables
23-15-2-A or 23-15-2-B shall be the same as for a listed use with similar
characteristics of parking demand generation, as determined by the
Director of Community Development.



;Ekhibit “E" ~ Section & 15«1 Off-8treet Parking, Loading . d Access and Section
23-15-2 Off-Street Parking Standards and Calculations

{f) Mixed-Use Facilities

(1} Parcels or structures containing more than one use shall provide off-street
parking in an amount equal to the total of the requirements for all uses, as
described below. This includes:

a. Different uses contained entirely within and occupying the same
building or parcel;

b. Principal buildings and Accessory Buildings located on the same
parcel, but with two or more different types of uses; and

¢. Joint occupation of principal buildings, Accessory Buildings or parcels
by more than one use with the same or similar parking requirements.

(2) Off-street parking spaces required to satisfy mixed-use projects shall
equal the sum of the requirements of the various uses computed
separately; provided that the following adjustments may be made, if
applicable and as approved by the Director of Community Development:

a. Parking requirements for permitted accessory retail and service uses
may be reduced up to the percentages in Table 23-15-2-C to
accommodate said Accessory Uses, upon provision of appropriate
documentation to the Director of Community Development
establishing the accessory nature of said uses {o the Principal Use on
said parcel.

b. Permitied Accessory Uses included entirely within a multiple dwelling,
hotel or motet containing 100 or more dwellings or suites.

c. Permitted Accessory Uses included entirely within a Dockside
Gaming Establishment as set forth within an approved Master Plan.

Table 23- 15-2-C Accessory Use Parkmg Adjustments

Retail sales, offices and service a5
establishments percent
Restayrants and dining rooms 35 percent
Ballrooms, banguet halls, meeting a5
rooms and auditoriums percent

(3) For the purposes of this Section, an Accessory Use or building to a
Dockside Gaming Establishment shall be deemed {o be located on the
same parcel as the Principal Use or building, so long as such Accessory
Use or building is contained within an approved Master Plan.

(g} Shared Parking

In order to accommodate developments or uses with different operating hours
or peak business periods that seek to share off-sireet parking facilities, the
Planning Commission may consider such developments or uses as a
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Conditional Use and may approve a lower number of parking spaces than
required in Tables 23-15-2-A or 23-15-2-B, based on developer-submitted
parking data such as a shared parking analysis, or appropriate standards from
another source acceptabie to the Director of Community Development.

(1

{2)

(3)

4)

Those wishing to use shared parking as a means of satisfying off-street
parking requirements shall submit a shared parking analysis to the
Director of Community Development that clearly demonstrates the
feasibility of shared parking. The study shall address, at a minimum, the
size and type of proposed development, composition of tenants,
anticipated rate of parking tumover and anticipated peak parking and
traffic loads for all uses that will be sharing off-street parking spaces and
shall demonstrate to the Director of Community Development's
satisfaction that the plan is feasible and appropriate and will protect the
public health, safety and welfare of the community.

Shared off-street parking spaces shall be located according to the
standards identified in this Section. Shared parking may not be separated
from the use it serves by a street right-of-way with a width of more than 80
feet, unless a grade-separated pedestrian walkway, traffic controi
measures or bus service is provided.

Shared parking areas serving uses in nonresidential districts shall be
located only in nonresidential districts. Shared parking areas serving uses
located in residential or agricultural districts may be located in the same or
less restrictive district.

A shared parking plan shall be enforced through a recorded covenant or
agreement, a permanent parking easement, or written agreement among
all owners of record, a copy of which shall be attached to the Certificate of
Occupancy and cannot be altered without the approval of the City Council.

(h) Stacking Spaces Required

(1)

In developments where vehicles may be expected to wait {(including, but
not limited to drive-through restaurants, banks, and gated parking
facilities), adequate stacking space shall be required as indicated in the
following Table 23-15-2-D.
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Table 23-15-2-D
'Bank te!!ef l'an.e T
Automated teller machine ATM Machine

4
3
Restaurant, fast food 8 Order Box
Restaurant, fast food 4 Order Box to Pick-Up Window
4
3
2

Required Stacking Spaces

‘ Teller or Window

Car wash stall, automatic Entrance
Car wash stall, self-service Entrance
Gasoline pump istand Fump Island

(2) Valet-parked vehicles may be stacked with Planning Commission approval
and as set forth below:

a. No more than 20 percent of all required off-sfreet parking spaces may
be designated as valet-parked spaces;

b. Valet-parked spaces shall not be stacked more than three spaces
deep; and

c. The design of valet-parked areas shall be approved as part of an
overall project Master Plan.

(H CBD Parking
Parking requirements within the CBD shall be determined by Section 23-15-2-
B.

(i) Persons with Physical Disabilities
A portion of all off-street parking spaces shall be specificaily designated,
located, and reserved for use by persons with physical disabilities.

{1} Required accessible spaces shall be determined from Table 23-15-2-E.
Off-street parking spaces reserved for persons with disabilities shall be
counted toward the fulfilment of the space requirements in Tables 23-15-
2-A or 23-15-2-B.



'éxhibit “E” — Section > 15-1 Off-Street Parking, i.oading ...d Access and Section

23152 Off-Street Parking Standards and Calculations

Table 23-15-2-E

101-150
151-200
201-300
301-400
401-500
501-1,000 2% of total spaces 1per8 7 per8
accessible accessibie
Over 1,000 20 + 1 per 100 spaces or fraction | spaces or fraction
spaces over 1,000 thereof thereof

@)

(3)

4

)

(6)

{7}

All parking spaces reserved for persons with disabilities shall comply with
the latest edition of the Americans with Disabilities Act Guidelines, and
shall be located in the closest proximity to an accessible entrance.

Van accessible parking spaces shall be nine feet wide by 19 feet long with
an adjacent access aisle measuring nine feet wide by 19 feet long. Van
accessible spaces shall have at least an eight foot wide access aisle
located immediately abutting the designated parking space.

All other accessible parking spaces shall be nine feet wide by 19 feet long
with an adjacent access aisle measuring five feet wide by 19 feet long.
Car accessible spaces shall have at least a five-foot wide access aisle
located immediately abutting the designated parking space. Two
accessible parking spaces may be permitted to share a common access
aisle,

All accessible spaces shall be marked as such and access aisles shall be
shown on the site plan with diagonal striping.

Built-up curb ramps shall be [ocated so that they do not protrude into
vehicular traffic lanes or into parking space access aisles.

All signage for identifying handicapped parking spaces shall be provided
and installed by the developer.

(k) Space Location and Orientation

{1)

(2)

Off-street parking spaces for single-family and duplex dwellings shall be
provided on the same parcel as the dwelling served.

Off-street parking spaces for all other uses shall be oriented to and within

a reasonable walking distance to the building or use that the spaces serve
(as shown in Table 23-15-2-F) unless specific provision is made for shuttle
service or other transit to and from the parking area. The BZA may granta



'Exhibit “E”

i

(3)

(4)
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Variance from this provision after determining that strict enforcement of
this provision would result in unnecessary hardship to the developer.

Table 23- 15-2 F Maximum Walkmg Distances to Off-Street Parkmg
gser. .. .. /oo ] Maximum Walking Distance
Employee F-‘ark;ng '” | 1,000 feet
Shoppers 700 feet

Gues_ts — Hotel, Residential or Dockside 500 feet
Gaming

Off-street parking areas and structures for Dockside Gaming facilities may
be located within any commercial or industrial district that allows such use
and that can properly accommeodate the required spaces, when it is
determined by the DRC that such off-street parking shall not be
detrimental to the community by reason of noise, fraffic, lights, smoke, or
other factors adverse fo the public health, safety, and welfare.

All off-street parking areas except for single family and two—-family
dwellings shall be designed so that vehicles can turn around within the
parking area and enter the street in such a manner so as to completely
eliminate the necessity of backing into the street.

Off-street parking shall not be iocated in a required front yard except as
follows:

a. Inthe RO, B-2, B-3, B-4, B-5, WF, I-1, and |-2 Districts, required off-
street parking spaces may be located in required front yards, provided
the spaces are arranged so as to preclude backing onto a public
street.

b. Driveway space for access to parking areas or drive-in service
facilities may be located in required front yards.

Off-Site Parking

1)

2}

(3}

Off-site parking shall be permitted only if the zoning classification of such
parcel designated for off-site parking is the same or less restrictive than
the classification of the parcel for which the parking is being provided.

Off-site parking spaces shall be located a distance from the building or use
served by the parking spaces that shall be no greater than those distances
identified in Table 23-15-2-F.

When the use of off-site parking is permitted to satisfy parking
requirements, one or more of the following shall apply:

a. Such parking area shall be secured by a recorded covenant or
agreement through an encumbrance on the title of the subject
property. Such agreement or covenant shall be duly recorded with
the Chancery Clerk of the Second Judicial District of Harrison County,
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with a certified recorded copy furnished to the Director of Community
Development, and cannot be altered without City Council approval.

b. If an off-site parking area is not under the same ownership as the
Principal Use served, a written agreement shall be required. An
attested copy of the agreement between the owners of record shali be
submitted to the Director of Community Development. Recordation of
the agreement with the Chancery Clerk of the Second Judicial District
of Harrison County shall take place before issuance of a Certificate of
Zoning Compliance, Building Permit or Certificate of Occupancy for
any use served by the off-site parking.

(4) Required off-street parking areas shall not be reduced in area or changed
to any other use unless the Permitted Use for which they serve is
discontinued or modified, except where an equivalent off-street parking
area is provided and approved by the BZA.

(m) Space Access

(1) Access to off-street parking spaées shall be designed so as not to obstruct
the free flow of traffic.

a. Required parking spaces shall not have direct access to a public
street. Access to required parking spaces shall be provided by on-site
driveways.

b. Off-street parking area driveway curb cuts shall not be more than 36
feet in width for commercial development and 24 feet for residential
development unless entrances or exits include a median strip to

Commercial Residential
i_ Max, 36 feet | L Max, 24 fest |
2’ Vsl ‘ Max. 40 feet

separate traffic flow in opposite directions in which case the curb cut
shall be 36 feet plus the width of the median strip, not to exceed 50
feet for commercial development, or 24 feet plus the width of the
median strip, not to exceed 40 feet, for residential development.

c. Curb cuts shall be allowed in accordance with Table 23-15-2-G.
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Table 23-15-2-G  Maximum Number of Driveways

T Wiainiom Number
pntane W | ofpriveways
250 feet or less 1
251 t0 1,500 feet 2
1,500 feet or more 3

On frontages of 250 feet or less, a pair of one-way driveways may be
substituted only if the internal circulation on the site is compatible with the
one-way driveways and wrong-way movements on the driveways are
rendered impossible or extremely difficult for motorists.

Entrance and exit drives shall be located at least 100 feet from the edge of
the right-of-way of any street intersection. If the subject lot has less than
100 feet of frontage, the DRC may alter these requirements. Suitable
provisions will be made to prevent ingress or egress at other than the
designated entrance or exit drives.

(n} Dimensional Standards

(1)

(2)

The minimum width and length of spaces shall be as shown in Table 23-
15-2-H.

Table 23-15-2.H  Minimum Space Dimensions

80 degrees 9 feet 19 feet
60 degrees 9 feet 19 feet
45 degrees 9 feet 19 feet

Width of Divider Median

Divider medians that form a

continuous landscaped strip

may be installed between 9 feet
abutting rows of parking
spaces. The minimum width of
divider medians shall be five
feet if wheel stops or raised
curbs prevent vehicie overhang .

of the median. If vehicle overhang is allowed, the minimum width shall be
eight feet.

Parking Space
Width
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Median Width Where Overhang is Allowed

(3} Minimum Aisfe Widths

The minimum width of spaces, plus their access aisle, shall be as shown
in Table 23-15-2-1. These standards apply to a single row of head-in
parking or two rows of head-in parking sharing an aisle.

Table 23-15-24 Minimum Aisle Widths

; e. | - SharingAisle ...
90 degrees 41 feet 60 feet
60 degrees 39 feet 60 feet

45 degrees 32 feet 51 feet






